
: 0
57

3 
84

18
61

33
/8

41
85

52
7

Te
l: 0

08
6 

57
3 

84
18

70
09

w
w

w.
cs

b-
ep

.co
m

sa
le

s@
cs

b-
ep

.co
m

 Online tools and more information  www.csb-ep.com

C03
DURAMOV®

C03

C03 high load cable carriers combines all the advantages 
of the previous versions and is the best DURAMOV® 
carriers in the product range. C03 cable carriers is 
stronger whilst having the same or even smaller 
dimensions than previous versions. You can increase the 
service life of your application with C03 cable carriers 
whilst reducing cost.

Inner height from 32mm to 80mm
Inner width from 50mm to 250mm

High strength and stability 
connection design

With seperators are available

Openable from both sides

With strain reliefs or 
cable clamps

Sliding pads for 
draging application

RoHS

Openable from both sides

CE  Compliance European

ESD / C03E
EX

 Flammability Class 
UL94 HB



: 0
57

3 
84

18
61

33
/8

41
85

52
7

Te
l: 0

08
6 

57
3 

84
18

70
09

w
w

w.
cs

b-
ep

.co
m

sa
le

s@
cs

b-
ep

.co
m

3D-CAD  cad.csb-ep.com

Lift plats & cranes
General mechanical 
Handling machines 
Refrigeration engineering

Woodworking machines 
Stone cutting machines
Long travel and sliding applications

 
High load cable carriers

 
 Bi  Ba  Hi  Ha  R

Inner width
 [mm]

Outer width 
[mm]

Inner height 
[mm]

Outer height 
[mm]

 Bend radius
[mm] length [m] Page

C03.32 50-200 73-223 32 54 63-300 3.0 P68

C03.42 50-200 76-226 42 64 75-350 4.2 P71

C03.56 100-200 134-234 56 84 135-500 5.0 P74

C03.80 100-200 148-248 80 108 150-500 5.8 P77

Line up two inner side links side by side.
Attach an outer side link between

Press crossbar and snap in place

Push, click and snap in pin

action, release the crossbars

-
Assemble crossbars - push down and snap from
one side
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D S

H

32 54

R
56

S/2

Bi
Ba

Moving end

 W
ei

gh
t  

[k
g/

m
]

G / FLB  [m]
Travel length S  [m]

FLG

FLB

 
 Bi  Ba  Hi  Ha  R

Inner width
 [mm]

Outer width 
[mm]

Inner height 
[mm]

Outer height 
[mm]

 Bend radius
[mm]

Weight
[kg/m]

C03.32.050.R 50 73 32 54 063 075 100 125 150 175 200 225 250 300 1.57

C03.32.075.R 75 98 32 54 063 075 100 125 150 175 200 225 250 300 1.73

C03.32.100.R 100 123 32 54 063 075 100 125 150 175 200 225 250 300 1.88

C03.32.125.R 125 148 32 54 063 075 100 125 150 175 200 225 250 300 2.06

C03.32.150.R 150 173 32 54 063 075 100 125 150 175 200 225 250 300 2.21

C03.32.175.R 175 198 32 54 063 075 100 125 150 175 200 225 250 300 2.34

C03.32.200.R 200 223 32 54 063 075 100 125 150 175 200 225 250 300 2.51

Inner height Bi 32mm
Link pitch T 56mm

18pcs/m
Clearance height HF H+40mm
Carrier length S/2+K

, P116. 
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R 063 075 100 125 150 175 200 225 250 300

H 180 204 254 301 354 404 454 494 554 654

D 174 186 211 236 261 286 311 331 361 411

K 310 350 430 505 585 665 745 805 900 1055

HF=H+40mm

A2 A1

Inner width Bi 
[mm] 

A 
[mm]

X 
[mm]

M 
[mm] Tiewrap elements

[pcs]
    

C03.32.050.01.L.C.TE C03.32.050.01.P.C.TE C03.32.050.11.L.C.TE C03.32.050.11.P.C.TE 50 77 12.5 64 3

C03.32.075.01.L.C.TE C03.32.075.01.P.C.TE C03.32.075.11.L.C.TE C03.32.075.11.P.C.TE 75 102 12.5 89 4

C03.32.100.01.L.C.TE C03.32.100.01.P.C.TE C03.32.100.11.L.C.TE C03.32.100.11.P.C.TE 100 127 12.5 114 6

C03.32.125.01.L.C.TE C03.32.125.01.P.C.TE C03.32.125.11.L.C.TE C03.32.125.11.P.C.TE 125 152 12.5 139 8

C03.32.150.01.L.C.TE C03.32.150.01.P.C.TE C03.32.150.11.L.C.TE C03.32.150.11.P.C.TE 150 177 12.5 164 10

C03.32.175.01.L.C.TE C03.32.175.01.P.C.TE C03.32.175.11.L.C.TE C03.32.175.11.P.C.TE 175 202 12.5 189 11

C03.32.200.01.L.C.TE C03.32.200.01.P.C.TE C03.32.200.11.L.C.TE C03.32.200.11.P.C.TE 200 227 12.5 214 13

M MA

X

X22.5 22

73

73
5.5

22.5

0: 1:  Moving end

*C03.32
* A1 A2 
Depending on the number of links is odd or even. 
A1 for odd-numbered links and A2 for even-numbered links.

30

30

Pivoting angle depends on radius
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S
*S-shaped Standing

C 0 3 . 3 2 . 0 5 0 . 0 1 . L .C .T E

 Carrier series
 Inner height
 Inner width

 Tiewrap elements

 

0: +1: 

P:  Pivoting
L:  Locking

C
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C03 C
* Product information: P129

 Cable clamp
* Product information: P131

C03  Tiewrap elements
* Product information: P130* Product information: P121

* Product information: P124

C03  

 
Horizontal separators

 Sliding length

/  Speed / acceleration FLG

/  Speed / acceleration FLB

/  Sliding speed / acceleration

 Permitted temperature -40  ~120

 Flammability Class UL94 HB

L

3

8

3

BL01  Brackets
* Product information: P135

BL01  Bellows
* Product information: P132
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SV0203: 2pcs 3pcs
SH01: 1pc  Horizontal separator 1pc installed in the middle hole
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 Bi  Ba  Hi  Ha  R

Inner width
 [mm]

Outer width 
[mm]

Inner height 
[mm]

Outer height 
[mm]

 Bend radius
[mm]

Weight
[kg/m]

C03.42.050.R 50 76 42 64 075 100 125 150 175 200 250 300 350 1.92

C03.42.075.R 75 101 42 64 075 100 125 150 175 200 250 300 350 2.05

C03.42.100.R 100 126 42 64 075 100 125 150 175 200 250 300 350 2.18

C03.42.125.R 125 151 42 64 075 100 125 150 175 200 250 300 350 2.34

C03.42.150.R 150 176 42 64 075 100 125 150 175 200 250 300 350 2.46

C03.42.175.R 175 201 42 64 075 100 125 150 175 200 250 300 350 2.55

C03.42.200.R 200 226 42 64 075 100 125 150 175 200 250 300 350 2.71

 W
ei

gh
t  

[k
g/

m
]

G / FLB  [m]
Travel length S  [m]

FLG

FLB D S

H

42 64

R
67

S/2

Bi
Ba

Moving end

Inner height Bi 42mm
Link pitch T 67mm

15pcs/m
Clearance height HF H+40mm
Carrier length S/2+K

, P116. 
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A2 A1

Inner width Bi 
[mm] 

A 
[mm]

X 
[mm]

M 
[mm] Tiewrap elements 

[pcs]
    

C03.42.050.01.L.C.TE C03.42.050.01.P.C.TE C03.42.050.11.L.C.TE C03.42.050.11.P.C.TE 50 77 15 66 3

C03.42.075.01.L.C.TE C03.42.075.01.P.C.TE C03.42.075.11.L.C.TE C03.42.075.11.P.C.TE 75 102 15 91 4

C03.42.100.01.L.C.TE C03.42.100.01.P.C.TE C03.42.100.11.L.C.TE C03.42.100.11.P.C.TE 100 127 15 116 6

C03.42.125.01.L.C.TE C03.42.125.01.P.C.TE C03.42.125.11.L.C.TE C03.42.125.11.P.C.TE 125 152 15 141 8

C03.42.150.01.L.C.TE C03.42.150.01.P.C.TE C03.42.150.11.L.C.TE C03.42.150.11.P.C.TE 150 177 15 166 10

C03.42.175.01.L.C.TE C03.42.175.01.P.C.TE C03.42.175.11.L.C.TE C03.42.175.11.P.C.TE 175 202 15 191 11

C03.42.200.01.L.C.TE C03.42.200.01.P.C.TE C03.42.200.11.L.C.TE C03.42.200.11.P.C.TE 200 227 15 216 13

R 075 100 125 150 175 200 250 300 350

H 214 264 314 364 414 464 564 664 764

D 208 233 258 283 308 333 383 433 483

K 370 450 530 610 685 765 920 1080 1235

HF=H+40mm
M MA

X

X

22.5

22.5 22

82

82
6.4

0: 1:  Moving end

S
*S-shaped Standing

*C03.42
* A1 A2 
Depending on the number of links is odd or even. 
A1 for odd-numbered links and A2 for even-numbered links.

30

30

Pivoting angle depends on radius
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C 0 3 . 4 2 . 0 5 0 . 0 1 . L .C .T E

 Carrier series
 Inner height
 Inner width

 Tiewrap elements

 

0: +1: 

P:  Pivoting
L:  Locking

C
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* Product information: P121

* Product information: P124

C03  

 
Horizontal separators

 Sliding length

/  Speed / acceleration FLG

/  Speed / acceleration FLB

/  Sliding speed / acceleration

 Permitted temperature -40  ~120

 Flammability Class UL94 HB

L

3

10

3

C03 C
* Product information: P129

 Cable clamp
* Product information: P131

C03  Tiewrap elements
* Product information: P130

BL01  Brackets
* Product information: P135

BL01  Bellows
* Product information: P132
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SV0203: 2pcs 3pcs
SH01: 1pc  Horizontal separator 1pc installed in the middle hole
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 W
ei

gh
t  

[k
g/

m
]

G / FLB  [m]
Travel length S  [m]

FLG
FLB

 
 Bi  Ba  Hi  Ha  R

Inner width
 [mm]

Outer width 
[mm]

Inner height 
[mm]

Outer height 
[mm]

 Bend radius
[mm]

Weight
[kg/m]

C03.56.100.R 100 134 56 84 135 150 175 200 250 300 350 400 450 500 3.66

C03.56.125.R 125 159 56 84 135 150 175 200 250 300 350 400 450 500 3.82

C03.56.150.R 150 184 56 84 135 150 175 200 250 300 350 400 450 500 4.00

C03.56.175.R 175 209 56 84 135 150 175 200 250 300 350 400 450 500 4.25

C03.56.200.R 200 234 56 84 135 150 175 200 250 300 350 400 450 500 4.41

D S

H

56 84

R
91

S/2

Bi
Ba

Moving end

Inner height Bi 56mm
Link pitch T 91mm

11pcs/m
Clearance height HF H+50mm
Carrier length S/2+K

*

, P116. 
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A2 A1

Inner width Bi 
[mm] 

A 
[mm]

X 
[mm]

M 
[mm] Tiewrap elements 

[pcs]
    

C03.56.100.01.L.C.TE C03.56.100.01.P.C.TE C03.56.100.11.L.C.TE C03.56.100.11.P.C.TE 100 141 20 123 6

C03.56.125.01.L.C.TE C03.56.125.01.P.C.TE C03.56.125.11.L.C.TE C03.56.125.11.P.C.TE 125 166 20 148 8

C03.56.150.01.L.C.TE C03.56.150.01.P.C.TE C03.56.150.11.L.C.TE C03.56.150.11.P.C.TE 150 191 20 173 10

C03.56.175.01.L.C.TE C03.56.175.01.P.C.TE C03.56.175.11.L.C.TE C03.56.175.11.P.C.TE 175 216 20 198 11

C03.56.200.01.L.C.TE C03.56.200.01.P.C.TE C03.56.200.11.L.C.TE C03.56.200.11.P.C.TE 200 241 20 223 13

M MA

X

X

35

35 45

125

125
9

R 135 150 175 200 250 300 350 400 450 450

H 354 384 434 484 584 684 784 884 984 1084

D 314 329 354 379 429 479 529 579 629 679

K 610 655 735 815 970 1125 1285 1440 1600 1755

HF=H+40mm

0: 1:  Moving end

S
*S-shaped Standing

*C03.56
* A1 A2 
Depending on the number of links is odd or even. 
A1 for odd-numbered links and A2 for even-numbered links.

30

30

Pivoting angle depends on radius
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C 0 3 . 5 6 . 1 0 0 . 0 1 . L .C .T E

 Carrier series
 Inner height
 Inner width

 Tiewrap elements

 

0: +1: 

P:  Pivoting
L:  Locking

C
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* Product information: P121

* Product information: P124

C03  

 
Horizontal separators

 Sliding length

/  Speed / acceleration FLG

/  Speed / acceleration FLB

/  Sliding speed / acceleration

 Permitted temperature -40  ~120

 Flammability Class UL94 HB

L

4

12

4

C03 C
* Product information: P129

 Cable clamp
* Product information: P131

BL01  Brackets
* Product information: P132

BL01  Bellows
* Product information: P132

C03  Tiewrap elements
* Product information: P130
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SV0203: 2pcs 3pcs
SH01: 1pc  Horizontal separator 1pc installed in the middle hole
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 Bi  Ba  Hi  Ha  R

Inner width
 [mm]

Outer width 
[mm]

Inner height 
[mm]

Outer height 
[mm]

 Bend radius
[mm]

Weight
[kg/m]

C03.80.100.R 100 148 80 108 150 200 250 300 350 400 450 500 8.42

C03.80.125.R 125 173 80 108 150 200 250 300 350 400 450 500 8.67

C03.80.150.R 150 198 80 108 150 200 250 300 350 400 450 500 8.92

C03.80.175.R 175 223 80 108 150 200 250 300 350 400 450 500 9.17

C03.80.200.R 200 248 80 108 150 200 250 300 350 400 450 500 9.42

*

 W
ei

gh
t  

[k
g/

m
]

G / FLB  [m]
Travel length S  [m]

FLG
FLB

D S

H

80 10
8

R
111

S/2

Bi
Ba

Moving end

Inner height Bi 80mm
Link pitch T 111mm

9pcs/m
Clearance height HF H+60mm
Carrier length S/2+K

, P116. 
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A2 A1

Inner width Bi 
[mm] 

A 
[mm]

X 
[mm]

M 
[mm] Tiewrap elements 

[pcs]
    

C03.80.100.01.L.C.TE C03.80.100.01.P.C.TE C03.80.100.01.L.C.TE C03.80.100.01.P.C.TE 100 148 21 128 6

C03.80.125.01.L.C.TE C03.80.125.01.P.C.TE C03.80.125.01.L.C.TE C03.80.125.01.P.C.TE 125 173 21 153 8

C03.80.150.01.L.C.TE C03.80.150.01.P.C.TE C03.80.150.01.L.C.TE C03.80.150.01.P.C.TE 150 198 21 178 10

C03.80.175.01.L.C.TE C03.80.175.01.P.C.TE C03.80.175.01.L.C.TE C03.80.175.01.P.C.TE 175 223 21 203 11

C03.80.200.01.L.C.TE C03.80.200.01.P.C.TE C03.80.200.01.L.C.TE C03.80.200.01.P.C.TE 200 248 21 228 13

M MA

X

X

35

35 45

126

126
9

R 150 200 250 300 350 400 450 500

H 408 508 608 708 808 908 1008 1108

D 445 495 545 595 645 695 745 795

K 693 850 1007 1164 1321 1479 1635 1793

HF=H+60mm

0: 1:  Moving end

S
*S-shaped Standing

*C03.80
* A1 A2 
Depending on the number of links is odd or even. 
A1 for odd-numbered links and A2 for even-numbered links.

30

30

Pivoting angle depends on radius
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C 0 3 . 8 0 . 1 0 0 . 0 1 . L .C .T E

 Carrier series
 Inner height
 Inner width

 Tiewrap elements

 

0: +1: 

P:  Pivoting
L:  Locking

C
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* Product information: P121

* Product information: P124

C03  

 
Horizontal separators

 Sliding length

/  Speed / acceleration FLG

/  Speed / acceleration FLB

/  Sliding speed / acceleration

 Permitted temperature -40  ~120

 Flammability Class UL94 HB

L

4

10

4

C03 C
* Product information: P129

 Cable clamp
* Product information: P131

C03  Tiewrap elements
* Product information: P130

BL01  Brackets
* Product information: P135

BL01  Bellows
* Product information: P132
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SV0203: 2pcs 3pcs
SH01: 1pc  Horizontal separator 1pc installed in the middle hole
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